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 ACCOYA®
S P E C I E S  G U I D E

KEY FEATURES
Accoya is sustainably grown Radiata Pine modified through acetylation, which enables it to resist rot, remain 
dimensionally stable, and last for decades. Accoya comes with a 50-year above ground warranty. All Accoya is FSC and 
Gold Cradle-to-Cradle certified.

REGION
Sourced in New Zealand and processed in Arnhem, Netherlands. 

WARRANTY
50-year above ground; 25-year below ground or in contact with freshwater; useful life expectancy of 70 years.

CERTIFICATIONS
FSC; C2C Gold

APPLICATIONS/USES
Exterior cladding, Interior paneling, decking, ceilings & soffits, exterior roofing, fencing.

DURABILITY

Class 1

JANKA HARDNESS

Side: ~922 lbf; End grain: ~1484 lbf

FLAME SPREAD

Class C

MOISTURE CONTENT

3-5%

FINISHES

Unfinished, Prefinished, Nylon Brushed, SSB, Burn & 
Brush, Barnwood, Colorado Barnwood, Saguaro, 
Rough Sawn

NOMINAL SIZES

3/4 x 6/8”
4/4 x 6/8/10”
6/4 x 6/8”
8/4 x 6/8/10”

ROUGH NET SIZES

Full nominal dimension

BLANK NET SIZES

N/A

LENGTHS

8’-16’ random; 5% or less 6’-8’

G E N E R A L

P R O D U C T  S P E C I F I C A T I O N S


